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TEST REPORT 16-0986-01 

 

Samples received : 

Name Date of receipt 
Floorify Rigid Vinyl Planks & Tiles 02/09/2016 
 

Aim of the test : 

Determination of the dimensional stability and curling 
 

Test conditions : 

Dimensional stability under heat conditions 
Standard: EN 434 (1994) 
Method: Comparing the dimensions of a sample after conditioning in the standard 

atmosphere and after treatment: 6 hours at 80 °C and conditioning in the standard 
atmosphere. All results are compared to the measurements of the beginning of the 
test and expressed in %. 
- : means crimp 
+: means stretch 

Number of tests: 3 (3 measurements in production and 3 in transverse direction per sample) 
Test conditions: 20 ± 2°C and 64 ± 5 % R.H. 
 
 
The tests were finished in week 37/2016. 
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OBTAINED RESULTS 

 
Dimensional stability under heat conditions 
 
Production  
 
Sample  Unit Production 

After 6h oven After 48h cond. 
1 % 0,088 0,002 
1 % 0,057 -0,039 
2 % 0,075 -0,015 
2 % 0,045 -0,043 
3 % 0,101 0,036 
3 % 0,070 0,008 

Average % 0,073 -0,008 
Standard deviation % 0,020 0,030 
Coefficient of variation % 27,73 -353,42 
 
 
 
Sample  Unit Transverse 

After 6h oven After 48h cond. 
1 % 0,346 0,318 
1 % 0,097 0,102 
2 % -0,224 0,112 
2 % -0,043 0,059 
3 % 0,145 0,059 
3 % 0,066 0,042 

Average % 0,065 0,115 
Standard deviation % 0,190 0,103 
Coefficient of variation % 295,10 89,47 
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Curling  
    

Tile 1 Edge A Edge B Edge C Edge D Side AB Side BC Side DC Side 

DA 

Curling 
before (mm) 

<0.5 <0.5 <0.5 <1 <0.5 <0.5 <0.5 <1 

Curling after 
(mm) 

0 0 0 0 0.5 <0.5 <0.5 <0.5 

Curling after 
48h (mm) 

0 <0.5 0 <0.5 <0.5 <0.5 <0.5 <0.5 

 
Tile 2 Edge A Edge B Edge C Edge D Side AB Side BC Side DC Side 

DA 

Curling 
before (mm) 

1 <0.5 <0.5 <1.5 1 <0.5 1 <1.5 

Curling after 
(mm) 

0 0 0 0 <0.5 <0.5 0 <0.5 

Curling after 
48h (mm) 

<0.5 0 0 <0.5 <0.5 0 0 <0.5 

 
Tile 3 Edge A Edge B Edge C Edge D Side AB Side BC Side DC Side 

DA 

Curling 
before (mm) 

0 0.5 <0.5 0 <1.5 0.5 <1 0 

Curling after 
(mm) 

0 0 0 0 <0.5 <0.5 <0.5 1 

Curling after 
48h (mm) 

0 <0.5 0 0 0 <0.5 <0.5 1 

 
 
 
 
 
 
 
 
 
 
  
 
 
Didier Van Daele 
Head of Floor covering and Fire Tests 
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